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Traserscreen  Type Transport Capacity Fractions Power kW Deck Conveyor 

DB-15 
    

Vibrating  Trailer < 15 t/h 2 Electric 0,12 (230V) 1   

DB-25 
    

Vibrating  O1 Trailer  < 20 t/h 2 Electric 0,55 1   

DB-25S 
 

 Vibrating Trailer < 20 t/h 2 Electric 0,55 1  

DB-40 
    

Vibrating  Trailer  < 60 t/h 2 Electric 0,75 1   

DB-40L 
    

Vibrating  Trailer  < 80 t/h 2 Electric 1,5 2   

DB-40LA 
    

Vibrating  
Container 
Hooklift 

< 80 t/h 2 Electric 1,5 2   

DB-40LC 
    

Vibrating  Trailer  < 80 t/h 3 Electric 1,5 + 1,5 2 1 

DB-40LS 
    

Vibrating  
Container 
Hooklift 

< 80 t/h 2 Electric 1,5 + 4,0 2 1 

DB-40XL 
    

Vibrating  
Container 
Hooklift 

< 80 t/h 3 Electric 1,5 + 1,5 2 1 

DB-50 
Currently in 

development  Vibrating  Trailer  < 120 t/h 2 Electric  2  

DB-60 
Currently in 

development 
  Vibrating  Trailer  t.b.a. 2 Diesel  2   

DB-60A  Currently in 

development 
  Vibrating  

Container 
Hooklift 

t.b.a. 2 Diesel  2   

DB-70  Currently in 

development 
  Drum 

Container 
Hooklift 

t.b.a. 3 Electric  1 3 

DB-80 
    

Vibrating  
Container 
Hooklift 

< 150 t/h 3 Electric 5,5 + 2,2 + 2,2 2 2 

DB-100 
    

Vibrating  O2 Trailer  < 150 t/h 2/3* Diesel Kubota 7kW 2   

DB-100T 
    

Vibrating  O2 Trailer  < 150 t/h 2/3* Diesel Kubota 7kW 2   

DB-100S 
    

Vibrating  Trailer  < 150 t/h 3 Electric 5,5 2 3* 

DB-100C 
    

Vibrating  Trailer  < 150 t/h 2/3* Diesel Kubota 18,5 kW 2 1 

DB-100CA 
    

Vibrating  
Container 
Hooklift 

< 150 t/h 2/3* Diesel Kubota 18,5 kW 2 1 

DB-100TC 
    

Vibrating  Tracks  < 150 t/h 2/3* Diesel Kubota 18,5 kW 2 1 

 

  

 
 
 


